@ THREADING
TECHNOLOGY
N320V'4 DIN 13 DIN 371

Werkstoff-Gruppen
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Werkzeugdaten
ID D1 o di Tol P 1 12 13 d2 a =iy &
101544 M10 10.00 6H 1.500 100.0 22.0 39 10.00 8.0 3 8.50
Produktgattung N320V-4 M10 6H
D D1 o d1 Tol P 1 12 I3 d2 a @ &
101545 M2.5 2.50 6H 0.450 50.0 10.0 0 2.80 21 3 2.05
150522 M2.5 2.50 6G 0.450 50.0 10.0 0 2.80 2.1 3 2.05
162772 M3 3.00 6H LH 0.500 56.0 12.0 18 3.50 2.7 3 2.50
101546 M3 3.00 6H 0.500 56.0 12.0 18 3.50 2.7 3 2.50
143116 M3 3.00 6G 0.500 56.0 12.0 18 3.50 2.7 3 2.50
101547 M35 3.50 6H 0.600 56.0 13.0 20 4.00 3.0 3 2.90
101548 M4 4.00 6H 0.700 63.0 14.0 21 450 3.4 3 3.30
162773 M4 4.00 6H LH 0.700 63.0 14.0 21 4.50 3.4 3 3.30
143087 M4 4.00 6G 0.700 63.0 14.0 21 4.50 3.4 3 3.35
101549 M5 5.00 6H 0.800 70.0 15.0 25 6.00 4.9 3 4.20
162774 M5 5.00 6H LH 0.800 70.0 15.0 25 6.00 4.9 3 4.20
143088 M5 5.00 6G 0.800 70.0 15.0 25 6.00 4.9 3 4.25
143089 M6 6.00 6G 1.000 80.0 17.0 30 6.00 4.9 3 5.00
101550 M6 6.00 6H 1.000 80.0 17.0 30 6.00 4.9 3 5.00
162775 M6 6.00 6H LH 1.000 80.0 17.0 30 6.00 4.9 3 5.00
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online ansehen

ID D1 g d1
101551 M8 8.00
143604 M8 8.00
101544 M10 10.00
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