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Werkzeugdaten

ID D1 o d1 Tol P 1 I2 13 d2 a [@ &
101592 M8 8.00 6H 1.250 90.0 20.0 35 8.00 6.2 3 6.80
Produktgattung N350-3 M8 6H

D D1 @ di Tol P 1 I2 I3 d2 a 4 &
101580 M2 2.00 6H 0.400 45.0 8.0 0 2.80 21 2 1.60
101581 M2.3 2.30 6H 0.400 45.0 9.0 0 2.80 2.1 2 1.90
101582 M2.5 2.50 6H 0.450 50.0 10.0 0 2.80 2.1 2 2.05
101583 M2.6 2.60 6H 0.450 50.0 10.0 0 2.80 2.1 2 2.15
101584 M3 3.00 6H 0.500 56.0 12.0 18 3.50 2.7 2 2.50
101585 M3.5 3.50 6H 0.600 56.0 13.0 20 4.00 3.0 2 2.90
101587 M4 4.00 6H 0.700 63.0 14.0 21 4.50 34 2 3.30
101589 M5 5.00 6H 0.800 70.0 15.0 25 6.00 4.9 3 4.20
101591 M6 6.00 6H 1.000 80.0 17.0 30 6.00 4.9 3 5.00
101592 M8 8.00 6H 1.250 90.0 20.0 35 8.00 6.2 3 6.80
101579 M10 10.00 6H 1.500 100.0 22.0 39 10.00 8.0 3 8.50
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