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Tool data
ID D1 @ di Tol P 11 12 13
148025 M10 10.00 BHX 1.500 100.0 20.0 33
Product range TL351VS-3 M10 6HX
ID D1 g di Tol P 11 12 13
148000 M3 3.00 6HX 0.500 56.0 12.0 0
152012 M3 3.00 4HX 0.500 56.0 12.0 0
152013 M4 4.00 4HX 0.700 63.0 14.0 0
148002 M4 4.00 6HX 0.700 63.0 14.0 0
148006 M5 5.00 6HX 0.800 70.0 15.0 0
152014 M5 5.00 4HX 0.800 70.0 15.0 0
152015 M6 6.00 4HX 1.000 80.0 15.0 23
148010 M6 6.00 6HX 1.000 80.0 15.0 23
148018 M8 8.00 6HX 1.250 90.0 18.0 29
152016 M8 8.00 4HX 1.250 90.0 18.0 29
152017 M10 10.00 4HX 1.500 100.0 20.0 33
148025 M10 10.00 6HX 1.500 100.0 20.0 33

DC SWISS SA - Original cutting tool designer and manufacturer - ISO 9001:2008 quality management systems
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http://old.dcswiss.com/en/product-sheet/index/thread-taps/machine-taps/titanium-alloys-aero/TL351VS-3

