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TL351VS-3 ASME B1.1 DIN 371
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Werkzeugdaten
ID D1 o di Tol P l1 12 d2 a [@ &
150210 UNC(J)6-32 Sl 3B 0.794 56.0 13.0 4.00 3.0 3 2.75
Produktgattung TL351VS-3 UNC(J)6-32 3B
ID D1 @ di Tol P 1 12 I3 d2 a 4 &
150194 UNC(J)4-40 2.85 3B 0.635 56.0 12.0 0 3.50 2.7 3 2.25
150210 UNC(J)6-32 Sl 3B 0.794 56.0 13.0 0 4.00 3.0 3 2.75
152039 UNC(J)8-32 4.17 3B 0.794 63.0 14.0 0 4.50 34 3 3.40
152045 UNC(J)10-24 4.83 3B 1.058 70.0 15.0 0 6.00 4.9 3 3.80
152064 UNC(J)1/4-20 6.35 3B 1.270 80.0 15.0 23 7.00 515 3 5.10
152070 UNC(J)5/16-18 7.94 3B 1.411 90.0 18.0 29 8.00 6.2 3 6.50
152087 UNC(J)3/8-16 9.53 3B 1.588 100.0 20.0 33 10.00 8.0 3 8.00
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