@ THREADING
TECHNOLOGY
RTS320VS-4 ASME B1.1 DIN 371

Werkstoff-Gruppen
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Werkzeugdaten
ID D1 o d1 Tol P 1 I2 3 d2 a [@ &
157395 UNC6-32 31518 2BX 0.794 56.0 6.5 20 4.00 3.0 3 2.75
Produktgattung RTS320VS-4 UNC6-32 2BX
D D1 o d1 Tol P 1 12 I3 d2 a 4 &
157395 UNC6-32 AL 2BX 0.794 56.0 6.5 20 4.00 3.0 3 2.75
157396 UNCS8-32 4.17 2BX 0.794 63.0 7.5 21 4.50 3.4 3 3.40
157397 UNC10-24 4.83 2BX 1.058 70.0 9.0 25 6.00 4.9 3 3.80
157398 UNC1/4-20 6.35 2BX 1.270 80.0 11.0 30 6.00 4.9 3 5.10
157399 UNC5/16-18 7.94 2BX 1.411 90.0 125 35 8.00 6.2 3 6.50
157400 UNC3/8-16 9.53 2BX 1.588 100.0 14.0 39 10.00 8.0 3 8.00

DC SWISS SA - Original cutting tool designer and manufacturer - ISO 9001:2008 quality management systems


http://old.dcswiss.com/de/produktdetails/index/synchron-gewindebohrer/RTS320VS-4

