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Tool data

ID D1 Ø d1 P l1 l2 l3 d2

166945 S0.8 0.57 0.200 39.0 0.2 2.3 3.00 1 0.66 

Product range GW1116VS S0.8x0.2

ID D1 Ø d1 P l1 l2 l3 d2

166940 S0.3 0.21 0.080 39.0 0.1 0.9 3.00 1 0.23 

194244 S0.35 0.25 0.090 39.0 0.1 1 3.00 1 0.28 

166941 S0.4 0.29 0.100 39.0 0.1 1.2 3.00 1 0.32 

166942 S0.5 0.36 0.125 39.0 0.1 1.5 3.00 1 0.41 

166943 S0.6 0.43 0.150 39.0 0.2 1.7 3.00 1 0.50 

166944 S0.7 0.50 0.175 39.0 0.2 2 3.00 1 0.58 

166945 S0.8 0.57 0.200 39.0 0.2 2.3 3.00 1 0.66 

166946 S0.9 0.64 0.225 39.0 0.2 2.6 3.00 1 0.74 

166947 S1 0.71 0.250 39.0 0.3 2.9 3.00 1 0.82 

166948 S1.2 0.91 0.250 39.0 0.3 3.4 3.00 1 1.02 

166949 S1.4 1.06 0.300 39.0 0.3 3.9 3.00 1 1.18 

GW1116VS NIHS 06-10 DC
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