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Tool data
D D1 g d1 P 1 I2 I3 d2 [@ &
187497 UNF4-48 2.23 0.529 51.0 1.1 9.3 5.00 3 2.35

Product range GWI3067VX UNF4-48

D D1 o d1 P 1 I2 I3 d2 [@ &

187497 UNF4-48 2.23 0.529 51.0 11 9.3 5.00 3 2235
187498 UNF5-44 251 0.577 51.0 1.2 10.6 5.00 4 2.60
187499 UNF6-40 2.77 0.635 51.0 1.3 11.7 6.00 4 2.90
187500 UNF8-36 3.35 0.706 51.0 14 13.8 6.00 4 3.50
187501 UNF10-32 3.91 0.794 51.0 1.6 16 8.00 4 4.05
187502 UNF12-28 4.44 0.907 51.0 1.8 18.1 8.00 4 4.60
187503 UNF1/4-28 4.95 0.907 51.0 1.8 20.7 8.00 4 5.50
187504 UNF5/16-24 5.95 1.058 75.0 2.1 26 6.00 5 6.90
187505 UNF3/8-24 7.10 1.058 83.0 2.1 &l 8.00 5 8.50
187506 UNF7/16-20 7.95 1.270 83.0 25 36 8.00 5 9.80
187507 UNF1/2-20 9.95 1.270 95.0 25 41 10.00 5 11.40
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http://old.dcswiss.com/en/product-sheet/index/solid-carbide-thread-milling-cutters/thread-whirl-cutters/GWI3067VX

