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Tool data
ID D1 o di Tol P l1 12 d2 [@ &
193846 M1.8x0.2 1.80 4H 0.200 40.0 54 2.50 3 1.60

Product range TAN40 M1.8x0.2 4H

D D1 o d1 Tol P 1 I2 d2 a @ &
170390 M1.4x0.2 1.40 4H 0.200 40.0 4.2 2.50 0.0 3 1.20
193845 M1.6x0.2 1.60 4H 0.200 40.0 4.8 2.50 0.0 3 1.40
193846 M1.8x0.2 1.80 4H 0.200 40.0 5.4 2.50 0.0 3 1.60
193848 M2x0.25 2.00 4H 0.250 45.0 6.0 2.80 2.1 3 1.75
193847 M2x0.2 2.00 4H 0.200 45.0 6.0 2.80 2.1 3 1.80
193850 M2.2x0.25 2.20 4H 0.250 45.0 6.6 2.80 2.1 3 1.95
193849 M2.2x0.2 2.20 4H 0.200 45.0 6.6 2.80 2.1 3 2.00
193852 M2.3x0.25 2.30 4H 0.250 45.0 6.9 2.80 2.1 3 2.05
193851 M2.3x0.2 2.30 4H 0.200 45.0 6.9 2.80 2.1 3 2.10
193855 M2.5x0.35 2.50 6H 0.350 50.0 [/25) 2.80 2.1 3 2.15
193854 M2.5x0.25 2.50 4H 0.250 50.0 [/25) 2.80 2.1 3 2.25
193853 M2.5x0.2 2.50 4H 0.200 50.0 7.5 2.80 2.1 3 2.30
193856 M2.6x0.35 2.60 6H 0.350 50.0 7.8 2.80 2.1 3 2.25
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