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TL351VS-3 ISO 5855 DIN 371
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Werkzeugdaten
ID D1 @ di Tol P 1 12 I3 d2 a = &
198986 MJ8x1 8.00 4H5H 1.000 90.0 18.0 29 8.00 6.2 3 7.10
Produktgattung TL351VS-3 MJ8x1 4H5H
D D1 o d1 Tol P 1 2 13 d2 a 4 &
198982 MJ3x0.5 3.00 4H6H 0.500 56.0 12.0 0 3.50 2.7 3 255
198983 MJ4x0.7 4.00 4HBH 0.700 63.0 14.0 0 4.50 3.4 3 3.40
198984 MJ5x0.8 5.00 4H6H 0.800 70.0 15.0 0 6.00 4.9 3 4.30
198985 MJ6x1 6.00 4H5H 1.000 80.0 15.0 23 6.00 4.9 3 5.10
198987 MJ8x1.25 8.00 4H5H 1.250 90.0 18.0 29  8.00 6.2 3 6.90
198986 MJ8x1 8.00 4H5H 1.000 90.0 18.0 29  8.00 6.2 3 7.10
198989 MJ10x1.5 10.00 4H5H 1.500 100.0 20.0 33 10.00 8.0 3 8.60
198988 MJ10x1.25 10.00 4H5H 1.250 100.0 20.0 33 10.00 8.0 3 8.90
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