
Профиль

Область применения

Особенности

  

  

Параметры инструмента

ID D1 Ø d1 Tol P l1 l2 l3 d2 a

208882 MJ8x1 8.00 4H5H 1.000 90.0 18.0 29 8.00 6.2 3 7.10 

Ассортимент STL381SUA­4 MJ8x1 4H5H

ID D1 Ø d1 Tol P l1 l2 l3 d2 a

208878 MJ3x0.5 3.00 4H6H 0.500 56.0 12.0 0 3.50 2.7 3 2.55 

208879 MJ4x0.7 4.00 4H6H 0.700 63.0 14.0 0 4.50 3.4 3 3.40 

208880 MJ5x0.8 5.00 4H6H 0.800 70.0 15.0 0 6.00 4.9 3 4.30 

208881 MJ6x1 6.00 4H5H 1.000 80.0 15.0 23 6.00 4.9 3 5.10 

208883 MJ8x1.25 8.00 4H5H 1.250 90.0 18.0 29 8.00 6.2 3 6.90 

208882 MJ8x1 8.00 4H5H 1.000 90.0 18.0 29 8.00 6.2 3 7.10 

208885 MJ10x1.5 10.00 4H5H 1.500 100.0 20.0 33 10.00 8.0 3 8.60 

208884 MJ10x1.25 10.00 4H5H 1.250 100.0 20.0 33 10.00 8.0 3 8.90 

STL381SUA-4 ISO 5855 DIN 371
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