STL3528UA'3 DIN 13 DIN 371

Werkstoff-Gruppen
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Werkzeugdaten
D D1 g d1 Tol P 1 I2 d2 a @ &
208958 M5 5.00 6HX 0.800 70.0 15.0 6.00 4.9 3 4.20
Produktgattung STL352SUA-3 M5 6HX
D D1 @ di Tol P I1 I2 I3 d2 a [@ &
208950 M3 3.00 4HX 0.500 56.0 12.0 0 3.50 2.7 3 2.50
208956 M3 3.00 6HX 0.500 56.0 12.0 0 3.50 2.7 3 2.50
208957 V4 4.00 6HX 0.700 63.0 14.0 0 4.50 3.4 3 3.30
208951 V4 4.00 4HX 0.700 63.0 14.0 0 4.50 34 3 3.30
208952 M5 5.00 4HX 0.800 70.0 15.0 0 6.00 4.9 3 4.20
208958 M5 5.00 6HX 0.800 70.0 15.0 0 6.00 4.9 3 4.20
208959 M6 6.00 6HX 1.000 80.0 15.0 23 6.00 4.9 3 5.00
208953 M6 6.00 4HX 1.000 80.0 15.0 23 6.00 4.9 3 5.00
208954 M8 8.00 4HX 1.250 90.0 18.0 29 8.00 6.2 3 6.80
208960 M8 8.00 6HX 1.250 90.0 18.0 29 8.00 6.2 3 6.80
208961 M10 10.00 6HX 1.500 100.0 20.0 33 10.00 8.0 3 8.50
208955 M10 10.00 4HX 1.500 100.0 20.0 33 10.00 8.0 3 8.50
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