STL3528UA'3 DIN 13 DIN 371

Groupes de matiéres
N

Caractéristiques

SUA PM% @ ’g

<2xD RIS 25xP
Dessin d'encombrement Dessin du profil
a Q
;'—" %LI &
s = —F
)
I3
I B

Données d'outil

D D1 g d1 Tol P l1 I2 13 d2 a [@ &
208959 M6 6.00 B6HX 1.000 80.0 15.0 23 6.00 4.9 3 5.00
Famille de produit STL352SUA-3 M6 6HX

D D1 @ di Tol P I1 I2 I3 d2 a [@ &
208950 M3 3.00 4HX 0.500 56.0 12.0 0 3.50 2.7 3 2.50
208956 M3 3.00 6HX 0.500 56.0 12.0 0 3.50 2.7 3 2.50
208957 w4 4.00 B6HX 0.700 63.0 14.0 0 4.50 3.4 3 3.30
208951 W 4.00 AHX 0.700 63.0 14.0 0 450 3.4 3 3.30
208952 M5 5.00 4HX 0.800 70.0 15.0 0 6.00 4.9 3 4.20
208958 M5 5.00 6HX 0.800 70.0 15.0 0 6.00 4.9 3 4.20
208959 M6 6.00 6HX 1.000 80.0 15.0 23 6.00 4.9 3 5.00
208953 M6 6.00 4HX 1.000 80.0 15.0 23 6.00 4.9 3 5.00
208954 M8 8.00 4HX 1.250 90.0 18.0 29 8.00 6.2 3 6.80
208960 M8 8.00 6HX 1.250 90.0 18.0 29 8.00 6.2 3 6.80
208961 M10 10.00 6HX 1.500 100.0 20.0 33 10.00 8.0 3 8.50
208955 M10 10.00 4HX 1.500 100.0 20.0 33 10.00 8.0 3 8.50
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